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wall, 12.5mm
plasterboard and
plaster skim finish
either side.

Reduced
headroom
under stair

90 x 44mm CLS softwood
timber studwork at 400mm

vertical & 600mm horizontal
centres filled with Rockwool

Acoustic Insulation with
12.5mm plasterboard either
side with plaster skim finish.

Internal doors, their
ironmongery; architraves;
skirting boards & window
boards are all to the
client's specification

External wall to be 100mm
Crest – Old Hambleton Facing
Brick (Colour Red), with
125mm full fill Dritherm 32
cavity insulation, 100mm
internal block. Internal finish
to be 15mm plasterboard and
skim finish

Lighting & Electrical strategy/positions to be agree
before the commencements of any installation

works with client

Movement Joint to be
provided to any wall with an

unbroken span of over 9m
or to Building Inspectors

approval

30L/second
extractor fan
above hob

DH
Mains powered
interlinked
Heat detectors with
battery back up to
BS5839 Pt 6.

Sink wastes to be
connected to 40 x
76mm seal, bottle
trap connected to
40mm waste pipe
discharging to gully.
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Catnic CG110/100 Lintel

100mm blockwork
wall, 12.5mm
plasterboard and
plaster skim finish
either side.

Sanitaryware
& Tile design

& spec TBC
with client

Movement Joint to be
provided to any wall with an
unbroken span of over 9m
or to Building Inspectors
approval

30L/second
extractor fan
above hob

DHMains powered
interlinked
Heat detectors with
battery back up to
BS5839 Pt 6.

Sink wastes to be
connected to 40 x
76mm seal, bottle
trap connected to
40mm waste pipe
discharging to gully.

W.01W.02

15L/second
extractor fan
in W/C to be
ducted to
external wall

Mains powered
interlinked

smoke detectors
with battery
back up to

BS5839 Pt 6.

DS
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Kitchen

Living / Dining

Room to be fully skimmed
to provide smooth finish

30min Fire

Proof Cavity

closer

External wall to be 100mm
Crest – Old Hambleton Facing
Brick (Colour Red), with
125mm full fill Dritherm 32
cavity insulation, 100mm
internal block. Internal finish
to be 15mm plasterboard and
skim finish

Lighting & Electrical strategy/positions to be agree
before the commencements of any installation

works with client

90 x 44mm CLS softwood
timber studwork at 400mm

vertical & 600mm horizontal
centres filled with Rockwool

Acoustic Insulation with
12.5mm plasterboard either
side with plaster skim finish.
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ALL INTERNAL BLOCKWORK
TO BE INTERNALLY
POINTED WITH BUCKET
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FOR AIR TESTING
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Meter box
locations to be
confirmed on
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Level Threshold
door opening

Proposed staircase to
have a max. rise of

220mm & a min. going of
220mm & a max angle of

42°.

Min. head room above
flight to be 2000mm clear

measured perpendicular
from pitch to line.

New Mains Gas Pipe (32mm Diameter), Pipe to be min 450mm below ground level TBC by Services Engineer

New Mains Water Pipe (32mm Diameter), Pipe to be min 750mm below ground level TBC by Services Engineer

New Mains Electricity Cable, cable to be min 530mm below ground level TBC by Services Engineer
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Mains powered
interlinked

smoke detectors
with battery
back up to

BS5839 Pt 6.
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9675

90 x 44mm CLS softwood
timber studwork at 400mm

vertical & 600mm horizontal
centres filled with Rockwool

Acoustic Insulation with
12.5mm plasterboard either
side with plaster skim finish.

External wall to be 100mm
Crest – Old Hambleton Facing
Brick (Colour Red), with
125mm full fill Dritherm 32
cavity insulation, 100mm
internal block. Internal finish
to be 15mm plasterboard and
skim finish

W.07 W.06
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Sink wastes to be connected to
40 x 76mm seal, bottle trap

connected to 40mm waste pipe
discharging to SVP.

15L/second
extractor fan in

bathroom

Lighting & Electrical strategy/positions to be agree
before the commencements of any installation

works with client
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89015851002.56851350

90 x 44mm CLS softwood
timber studwork at 400mm

vertical & 600mm horizontal
centres filled with Rockwool

Acoustic Insulation with
12.5mm plasterboard either
side with plaster skim finish.

Lighting & Electrical strategy/positions to be agree
before the commencements of any installation

works with client

Sink wastes to be connected to
40 x 76mm seal, bottle trap

connected to 40mm waste pipe
discharging to SVP.

External wall to be 100mm
Crest – Old Hambleton Facing
Brick (Colour Red), with
125mm full fill Dritherm 32
cavity insulation, 100mm
internal block. Internal finish
to be 15mm plasterboard and
skim finish

ALL INTERNAL BLOCKWORK
TO BE INTERNALLY

POINTED WITH BUCKET
HANDLE IN PREPARATION

FOR AIR TESTING

ALL INTERNAL BLOCKWORK
TO BE INTERNALLY

POINTED WITH BUCKET
HANDLE IN PREPARATION

FOR AIR TESTING
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Facing Brickwork, to LA approval

Freefoam PVC Soffit and Fascias (White),

with Half Round Black Rainwater Goods

Dark Grey Plain Duo Edgemere

Concrete Roof Tiles, to LA Approval

Double Glazed UPVC Casement

Windows, Colour: White.

Feature Random Stone Walling

with Dark Grey PVC Canopy Cover

Facing Brickwork, to LA approval

Dark Grey Plain Duo Edgemere

Concrete Roof Tiles, to LA Approval

Double Glazed UPVC Casement

Windows, Colour: White.

Feature Random Stone Walling

with Dark Grey PVC Canopy Cover

Facing Brickwork, to LA approval

Freefoam PVC Soffit and Fascias (White),

with Half Round Black Rainwater Goods

Dark Grey Plain Duo Edgemere

Concrete Roof Tiles, to LA Approval

Double Glazed UPVC Casement

Windows, Colour: White.
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Gypsum-based board
(nominal 8kg/m²)

50mm fully filled cavity
insulation

100mm Block

100mm cavity fully filled with
Knauf Supafil Party Wall blown
glass mineral wool insulation

Ancon Staifix HRT4 cavity
wall tie to be installed at
no mre than 2.5 ties/m²

430

10 mm

Notes

Proposed Ground Floor Plan Proposed First Floor Plan

Proposed Front Elevation Proposed Side Elevation Proposed Rear Elevation Proposed Side Elevation

Party Wall Detail
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